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1.2 


1.3 


1.4 


Guidelines on the Calibration of 
Pressure Balances 


Scope 

This guideline describes calibration methods for pressure balances including an example of 
an uncertainty estimation for the use of a pressure balance. It applies to both gas- 
operated and liquid-operated pressure balances. In both cases the method is a 
comparative one. When the reference standard is also a pressure balance, the comparison 
is carried out using the cross-floating method described in this document. 


Two calibration methods are described: 


e a first method where the calibration determines the pressure generated by a piston- 
cylinder assembly under specified conditions. 

e a second method where the calibration determines the mass of the piston and of the 
weights of the balance, and determines the effective area of the piston-cylinder 
assembly. 


The document does not cover other methods such as the determination of the effective 
area from dimensional measurement, but does not preclude their use when applicable. 


This document is a guideline suggesting a procedure which applies to pressure balances 
comprising a piston-cylinder assembly or a floating ball. It applies to industrial pressure 
balances using direct loading of the piston or the ball, excluding dividing or multiplying 
devices, and digital piston manometers. The relevant types of pressure balances typically 
cover the ranges: 


e 1.5 kPa to 7 MPa in absolute mode and 1.5 kPa to 100 MPa in gauge mode, for gas- 
operated pressure balances; 


° 0.1 MPa to 500 MPa in gauge mode, for liquid-operated pressure balances. 


Range of application 


The balances may be used for the calibration of any type of instrument used for pressure 
measurements. They can also be used for calibrating other pressure balances by the cross- 
floating method. 
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3.2 


3.3 


3.4 


3.5 


3.6 


3.7 


The principle of the pressure balance 


A pressure balance consists of a vertical piston freely rotating within a cylinder. The two 
elements of well-machined quality define a surface called the ‘effective area'. The pressure 
to be measured is applied to the base of the piston, creating an upward vertical force. This 
force is equilibrated by the gravitational downward force due to masses submitted to the 
local gravity and placed on the top of the piston. The piston is a part of the load. 


Sometimes, for practical reasons, and essentially at low pressure, the cylinder rotates 
instead of the piston. The principle and the test methods are exactly the same in this case. 


The pressure is transmitted to the movable element by a fluid which might be a gas 
(usually dry nitrogen) or a liquid (usually oil). 


Sometimes the measuring element is not a piston-cylinder assembly, as in the case of the 
floating-ball balance which combines a ball to receive the load and a hemispheric base to 
support the ball. In this case a flow regulator controls the flow rate of gas in the clearance 
of the system. This type of pressure balance is used only for gas in gauge mode 
measurement. 


When the masses are submitted to vacuum, the balance measures an absolute pressure. 
The residual pressure in the bell jar around the masses creates a force in opposition to the 
measured pressure. The residual pressure has to be measured and added to the pressure 
created by the masses. 


When the overall masses are submitted to the atmosphere which also applies to the top of 
the piston, the balance measures a gauge pressure. In some cases, an adaptor allows the 
reversal of the piston-cylinder mounting: the balance then measures negative gauge 
pressure (below atmospheric pressure) and generates an upward force opposed to the 
gravitational one. 


The general definition of the pressure measured by the balance is obtained by analysing 
the different components of the forces applied to the system. For the gas-operated balance 
in gauge mode, the pressure definition is as follows: 


= > ` g: -pl Pm) 
P= A ire ta) t-t] 


where: 


(3.1) 


Pe isthe gauge pressure measured at the bottom of the piston, 


m; is the individual mass value of each weight applied on the piston, including all 
floating elements, 


g is the local gravity, 
Pa İs the density of air, 
Pmi isthe density of each weight, 


A _ is the effective area of the piston-cylinder assembly at a reference temperature £ 
and at pressure pe. Depending on the type and range of the balance, A, can be 
expressed: 


(a) as a constant Ap equal to the mean value of all the determinations 


(b) from the effective area at null pressure Æ and the first-order pressure 
distortion coefficient 4: 
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3.8 


A=A-(1+/4-p), 


where p is an approximate value of the measured pressure pe. It may be the 
nominal value. 


(c) eventually, from a second-order polynomial, 2’ being the second-order 
pressure distortion coefficient: 


A, =A,-(14+4-p+i': p°). 
@p» isthe linear thermal expansion coefficient of the piston, 
a, _ is the linear thermal expansion coefficient of the cylinder, 
t is the measured temperature of the piston-cylinder assembly during its use, 
t is the reference temperature of the piston-cylinder assembly (usually 20 °C). 


Alternatively, if the masses of the weights applied to the piston are conventional masses, 
the pressure is defined by the following equation: 


> mM -g: y— Poa , Poa = Pa 
' Po Pm (3.1a) 


A, [L+(a, +.) (t-6)] 


Pe = 


, 


where: 


Mk; is the individual conventional mass value of each weight applied on the piston, 
including all floating elements, 


Poa is the conventional value of the air density, poa = 1.2 kg/m’, 

po is the conventional value of the mass density, pọ = 8000 kg/m’, 

and all other quantities as defined before. 

If for all quantities SI units are used without prefixes, pe will emerge in pascals. 


For the liquid-operated pressure balance, a similar expression could be considered, and the 
force due to the surface tension of the liquid has to be added to the gravitational force: 


= Sm- g: (1- Pal Pm)+o-C 


Pe= "A, [i+ (a, +a,)-(t-£)] (3.2) 
where 

o is the surface tension of the liquid, 

C is the circumference of the piston or its extension at the level where it emerges 


from the oil. 


Note. In some types of pressure balances, such as the dual-range ones, a correction has 
to be applied to take into account the fluid buoyancy on the piston. The value of 
this correction can often be higher than that due to the surface tension. 


If the masses of the weights applied to the piston are conventional masses, the pressure is 
defined by this equation: 
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3.9 


3.10 


3.11 


3.12 


3.13 


Mi I y— Poa , Poa = Pa 40°C 
= Po Pm; 


A, [L+(a,+@,) (t-6)] 


(3.2a) 


Pe 


For gas-operated absolute mode pressure balances, the measured pressure is expressed 


as: 

B 7-9 
tae Ea E (3.3) 
where 


Paps iS the absolute pressure measured at the bottom of the piston, 
u is the residual pressure surrounding the weights, 


m; is the individual mass value of the weights applied to the unit, referring to the mass- 
density and not to any conventional density. 


The bottom of the piston when the balance is in equilibrium is usually considered to be the 
reference level of the balance. In some cases, for practical reasons, the initial weight is 
adjusted by the manufacturer to refer the reference level to the output connection of the 
balance. Special attention will be paid to the method used for the calibration of this type of 
instrument. 


With the reference level being chosen at the bottom of the piston, equations (3.1, 3.1a, 
3.2, 3.2a and 3.3) are only valid if the piston surface contacting with the pressure fluid has 
a simple cylindrical shape. If the piston surface deviates from the simple cylindrical shape, 
e.g. typically due to a free volume, a conical end or a step on the piston, additional volume 
V produced by this shape deviation must be taken into account for fluid buoyancy on the 
piston. The pressure corrected for the piston buoyancy is given by equations 


; a (P;- Pa) 9-V 

in gauge mode: Pev = Pet A, [i+(a,+a,)-(€-6)]' (3.4) 
-aV 

inaboute modes Arr nt ae (3.5) 


A, [+ (a, ta) (t-6)]' 


where pr is the density of the measuring fluid. The additional volume V can be positive 
(e.g. piston with free volume or conical end) or negative (e.g. stepped piston with an 
increase in radius). The additional volume is typically present in the following types of 
pressure balances: gas-operated low range, gas-operated oil-lubricated and dual-range 
ones. 


When the pressure is expressed at a level different from the reference level, a corrective 
term (the head correction) has to be added to the pressure expressed above by equations 
(3.1-3.5) 


in gauge mode: Pean = Peav +(P¢- Pa) GAA, (3.6) 
in absolute mode: — Pabs an = Pas av + Pr° 9° AA, (3.7) 


with AA being the difference between the altitude 4, of the balance reference level and the 
altitude 4, of the point where the pressure has to be measured, Ah = h - M. 


Equations (3.1-3.7) are valid for pressure balances of a floating-cylinder configuration as 
well. If the pressure reference level is chosen at the piston top located inside the cylinder 
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4.1 
4.1.1 


4.2 
4.2.1 


4.3 


cavity, the additional volume Vin equations (3.4 and 3.5) is the volume of the cylinder 
cavity minus the volume of the piston part placed inside the cylinder cavity. This additional 
volume Vis always positive. 


Note. For a floating-piston as well as for a floating-cylinder configuration, the pressure 
reference level can always be chosen in such a way that the additional volume in 
equations (3.4 and 3.5) becomes equal to zero. 


Preparing for calibration 


The calibration should only be carried out when the pressure balance is in good working 
order. The operation of the pressure balance under calibration and the pressure reference 
standard should be carried out according to the laboratory's calibration procedure and the 
manufacturer's technical manual. 


Calibration room 

The following parameters shall be controlled according to the uncertainty regime. 
Typically: 

° Ambient temperature within 15 °C and 25 °C, stabilised within +2 °C. For lower 


uncertainty, typically 0.01 %, the temperature of the piston-cylinder assembly 
should preferably be measured. 


e Control the opening of doors and the movement of operators to keep a stable 
atmosphere, and control ventilation in order to prevent intense air flow above or 
below the piston balances. 


Device installation 


° Install the devices away from the air disturbances such as ventilation and air- 
conditioning. 

° Install the balance to be calibrated as near to the standard instrument as possible. 

° Use a rigid, stable table supporting the full load, with its horizontal plane checked 


with a spirit level. 


° Minimise the height difference between the reference levels of the two instruments 
to be compared. 


° Respect the verticality of the piston as recommended by the manufacturer: use the 
built-in spirit level, or a laboratory spirit level on the top of the piston to minimise 
the tilt. This should be checked also at full mass load. 


° Use short, wide-bore pipework. This is more critical at low pressure. 

e Ensure the cleanliness and the tightness of the tubing. 

° Install an appropriate drainage system to control the nature of the fluid in the 
tubing. 


° Attach a suitable temperature measurement system. 


Pressure generation 


4.3.1 For gas gauge pressure: 


(a) | Use a clean and dry gas (nitrogen for example), at a temperature near ambient. 
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(b) Adjust the pressure input to the range of the intercompared instruments. 


(c) Clean the tubing of any liquid (for the oil-lubricated type). 


4.3.2 For gas absolute pressure: 


4.3.3 


4.4 
4.4.1 


4.4.2 


4.4.3 


4.4.4 


4.5 
4.5.1 


(a) | Use a clean pump, or, when using mechanical rotational pumps, use an appropriate 
trap. 


(b) Use an appropriate vacuum pump to ensure that the residual pressure over the 
mass-piston set is less than typically 10 Pa or 10° of the measured pressure, 
whichever is the higher, unless otherwise recommended by the manufacturer. 


(c) Measure the residual pressure with a vacuum gauge calibrated and connected 
directly to the bell jar. 


For liquid pressure: 
(a) Use the liquid recommended by the manufacturer. 


(b) If the liquid in the balance under calibration is not the same as the liquid in the 
standard, use an appropriate interface/separator to avoid any mixture of the two 
liquids. 


(c) Clean the tubing of any other liquid. 
(d) Clean the fluid in the tubing of any possible internal gas. 


Pressure reference 


The pressure reference instrument in general use for the calibration of a pressure balance 
is another pressure balance. For the ranges lower than 300 kPa, the standard instrument 
may be a mercury column manometer. Other instruments may be used as an alternative 
for specific cases (low gauge pressure, for example). 


The calibration of an absolute pressure balance may be carried out in gauge mode, with an 
added uncertainty in Aj. However, the operation of the calibrated pressure balance in 
absolute mode should be tested. 


The calibration of a pressure balance intended for the measurement of negative gauge 
pressures may be carried out in positive gauge pressure mode, with an added uncertainty 
in Æ. However, the operation of the calibrated pressure balance in negative gauge 
pressure mode should be tested. 


In all cases, the reference instrument used for the calibration has to meet the following 
conditions: 


(a) to be traceable to a national standard with a recognised calibration certificate. 


(b) to have an uncertainty better than the presupposed uncertainty of the balance to be 
calibrated. Complete the uncertainty budget on the reference standard pressure 
balance to verify this condition. 


Preparation of the pressure balance 


The pressure balance under calibration shall be placed in the laboratory at least 12 hours 
before the calibration is started, to reach thermal equilibrium. 


(a) | Check that the oil is free of impurities. If not, drain all the tubing and replace the oil 
in the tank. 
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(f) 


With the pressure circuit closed and half the set of weights placed on the piston, the 
piston shall be moved upwards and downwards by means of the spindle pump. 
Thus, the mobility of the piston is examined over the total range of displacement. 


If necessary, and using the technical manual, remove the piston-cylinder assembly, 
and clean the surfaces of the two pieces with a suitable solvent or pure soap, and 
with a soft dry cloth according to the manufacturer’s recommendations. Inspect the 
piston and the cylinder for surface scratches and corrosion. Relubricate the piston 
with clean liquid if the piston-cylinder operates in liquid, or if the balance operates in 
gas, but with an oil-lubricated piston-cylinder assembly. 


Examine the free rotation time (for the hand-rotating pressure balances only). 
Weights corresponding to 2/10 of maximum pressure are placed upon the piston. 
The initial rotation rate should be approximately 30 rom. Measure the elapsed time 
until the piston is stationary. This time should be at least 3 min. 


Examine the descent rate of the piston. The piston descent rate is observed at 
maximum pressure when the piston is rotating. Measure the time interval in which 
the piston drops from top to bottom position. This time should be at least 3 min. 


Note. For the last two parameters, the stated values should be related to the 
technical instructions of the manufacturer. 


Connect the pressure balance to the standard instrument. 


Identify the reference level for both pressure balances. The reference level is 
normally defined by the manufacturer at the bottom surface of the piston when it is 
in the working position. In the absence of reference level information, and when the 
bottom surface of the piston is not accessible, the reference level is generally 
defined at the outlet pipe connection level. The difference in height between the 
reference level of the standard and the reference level of the balance to be 
calibrated shall be reduced as much as possible and measured. In any case the 
difference in height between the reference levels of both the standard and the 
balance under calibration will need to be measured in order to apply the appropriate 
head correction (see paragraph 3). 


For absolute pressure, pump for 30 min. at the beginning of the calibration to 
eliminate the water vapour in the bell jar. Use dry nitrogen as the working gas. 


Rotate the piston or the cylinder while keeping to the manufacturer's 
recommendation. 


For hand-rotating balances, check the clockwise and anticlockwise direction 
influence (if any), or indicate the rotation direction in the certificate. 


5 Example of calibration procedure 


5.1 Methods to apply 


Both methods that follow are comparative ones, consisting of comparing the balance to be 
calibrated and the standard instrument when both are submitted to the same pressure and 
the same environmental conditions. However, dependent on the presupposed accuracy of 
the balance to be calibrated, and according to customer requirements, alternative methods 
may be used: 


5.1.1 Method A - Generated pressure method 
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5.1.2 


5.2 
5.2.1 


5.3 
5.3.1 


5.3.2 


The scope of this method is to determine the bias error and the repeatability of the 
calibrated pressure balance. This is done by determining the generated pressure 
corresponding to well-identified weights. In this method the weighing of the masses of the 
instrument under calibration is optional. 


Method B - Effective area determination method 
The scope of this method is to determine: 


(a) the value of the mass of all the weights, including the piston of the pressure 
balance, if removable. 


(b) the effective area A, referred to 20 °C or another reference temperature ¢ of the 
piston-cylinder assembly of the pressure balance as a function of pressure. At high 
pressure, this area can be expressed from the effective area at null pressure A and 
the pressure distortion coefficient. 


(c) the repeatability as a function of the measured pressure. 


The elements relating to the determination of the effective area are given in section 6. The 
equations to be used for the calculation of the effective area are given in Appendix A. 


Method A is usually not employed where the smallest uncertainty is required. 


Method A procedure 


At least three measuring series are carried out, each of them at pressures generated by 
the weights which the pressure balance under calibration is equipped with. 


Method B procedure 
Determination of the mass 


(a) The value of the mass of each weight (including the floating elements if removable) 
of the pressure balance shall be determined by a laboratory accredited for such 
mass measurements. The relative uncertainty of the mass determination should not 
usually exceed 20 % of the likely total measurement uncertainty of the pressure 
balance to be calibrated. For example, if the supposed expanded uncertainty of the 
pressure balance is 5:10° x p, the relative uncertainty of mass determination should 
be within 1:10° x m 


(b) If the float base weight cannot be determined by weighing, the corresponding base 
pressure may be determined from the results of the pressure comparison 
measurements by using a least-squares analysis: in this case a tare value in 
pressure units should be given. The Ap-method mentioned in paragraph 6.3.3(c) 
allows the determination of this initial value. 


Determination of the effective area 


(a) For pressure balances which are equipped with both low pressure and high pressure 
piston-cylinder assemblies or with removable piston-cylinder assemblies, the 
complete calibration process should be carried out for each piston-cylinder assembly. 


(b) The effective area shall be determined by carrying out at least three measuring 
series, each of them with at least six pressure points. The first point shall be chosen 
at the minimum value of the pressure range (manufacturer indicated value, or the 
lowest value corresponding to a satisfactory functioning, see paragraph 4.5, the 
latter being typically about 1/20 to 1/10 of the maximum pressure). The other 
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(c) 


pressure points should be spaced over the whole range between the minimum and 
the maximum pressure values. 


Note. In the calibration certificate, the use range of the calibrated instrument can be 
stated along with the calibration range. If the use range begins below the calibration 
range, the uncertainty of the calibration stated in the calibration certificate must be 
given in such a form that, below the calibration range, the uncertainty never 
becomes smaller than at the lowest pressure of the calibration. 


The repeatability of the measured pressure is estimated from the experimental 
standard deviation calculated from the successive determinations operated for each 
pressure point. 


Note (valid for both methods): Ascending measuring series can be considered to be 
identical to descending measuring series, as the balances used for pressure 
measurements usually have no significant hysteresis effect. 


5.4 Cross-floating procedure 
5.4.1 Gauge pressure mode 


(a) 


(b) 


(c) 
(d) 


When using a pressure balance as a standard instrument, the cross-floating method 
is carried out at each measuring point. 


Place the weights on the pressure balance to be calibrated, so that the masses 
correspond to the fixed pressure point. 


Adjust the pressure to equilibrate the balance under calibration. 


Perform an adjustment with small weights on one of both instruments (usually the 
one which is the more sensitive to a change in mass) if method B is used, or only on 
the reference pressure balance if method A is used, until the equilibrium condition of 
both balances has been found. The equilibrium should be considered as reached 
when the proper falling rate of both pistons is found (i.e. no flow of fluid in the 
tubing between the two pressure balances). Both pistons have to rotate during the 
adjustment. In the case of hand-rotating units, the influence of the 
clockwise/ anticlockwise rotation, and of the spin rate will be checked. 


Note the reference number of each of the weights applied on both balances. 


Note the temperature of the piston-cylinder assembly of both balances. If the 
balance is not equipped with a temperature probe, note the surrounding air 
temperature using an electronic thermometer attached to some suitable point of the 
balance. This information shall be included in the certificate. 


Alternatively to the equilibrium control by monitoring the pistons’ falling rate as 
described in (d), a differential pressure gauge can be used which is installed in the 
pressure line connecting two pressure balances under comparison (see 5.4.2). This 
method is particularly useful when a calibration is carried out in absolute pressure 
mode or when the compared pressure balances are operated with different fluids. 


Alternatively to the equilibrium controls described in (d) and (g), a high accuracy 
pressure gauge can be used. The measurement range of the gauge should cover the 
calibration pressure range. The pressure transducer measures the pressure 
generated by the reference and the pressure balance to be calibrated in turn. The 
difference of the successive reading gives the pressure difference between the two 
pressure balances (see 5.4.2). This method can be useful when calibrating in 
absolute pressure mode or when the compared pressure balances are operated with 
different fluids. 
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5.4.2 Absolute pressure mode 


When using a pressure balance as a standard instrument, the cross-floating method can be 
used only if one of the pressure balances is equipped with a remote loading system 
including trim masses. If none of the cross-floated pressure balances has such a loading 
system, a differential pressure transducer equipped with a by-pass or an accurate absolute 
pressure gauge equipped with two valves can be used to measure the difference between 
the pressures measured by both balances. 


When using a differential pressure transducer, for each pressure point: 


(a) 
(b) 


(j) 


Open the bell jars, open the by-pass. 

Place the corresponding weights on both pressure balances. 

Adjust the pressure and masses to equilibrate the pressure balances. 
Read the zero of the transducer. 

Close and evacuate the bell jars. Close the by-pass. 

Adjust the pressure on both sides to equilibrate both balances. 


Record the reading of the transducer. If the differential pressure is so high that the 
needed uncertainty cannot be reached from the calibration of the transducer, repeat 
the last five operations. 


Note the reference number of each of the weights applied on both balances. 


Note the temperature of the piston-cylinder assembly of both balances. If the 
balance is not equipped with a temperature probe, note the surrounding air 
temperature. 


Note the residual pressure in the bell jar of both balances. 


When using an accurate absolute pressure gauge connected to each pressure balance 
through a volume valve, for each pressure point: 


(a) 
(b) 


Open the bell jars, open both valves. 

Place the corresponding weights on both pressure balances. 

Adjust the pressure and masses to equilibrate the pressure balances. 
Close the valve of the balance under calibration. 

Close and evacuate the bell jars. 

Adjust the pressure on both sides to equilibrate both balances. 


Record the reading of the pressure gauge from the reference balance. Close the 
valve of the reference balance. Open the valve of the balance under calibration. 
Record the reading of the pressure gauge from the calibrated balance. If the 
difference of the two readings is so high that the needed uncertainty cannot be 
reached from the calibration of the pressure gauge, repeat the last five operations. 


Note the reference number of each of the weights applied on both balances. 


Note the temperature of the piston-cylinder assembly of both balances. If the 
balance is not equipped with a temperature probe, note the surrounding air 
temperature. 


Note the residual pressure in the bell jar of both balances. 


EURAMET cg 3, Version 1.0 (03/2011) Page 11 


6.2 
6.2.1 


6.2.2 


Data evaluation and calibration certificate 


General points 
The calibration certificate shall be established in accordance with ISO 17025. 


Preferably a separate calibration certificate shall be established for the determination of the 
mass of the weights. The identification of this mass certificate will be noted in the one 
related to the calibration of the pressure balance. 


Method A procedure 
The following technical data shall be included in the certificate: 


(a) type of working fluid; 


(b) linear thermal expansion coefficients of the piston-cylinder assembly under 
calibration (if not determined experimentally, e.g. using literature data, this shall be 
stated); 


(c) position of the pressure reference level; 


(d) information about how to convert the pressure values to the measurement 
temperature and to the local acceleration due to gravity. 


Usually the results will be presented for the standard value of gravity 9.80665 ms” (unless 
the customer requests his own local gravity) and the reference temperature (usually 20 °C) 
in the form of the table suggested in paragraph 6.2.2 as an example. It will include: 


(a) the pressure indicated by the balance under calibration (Øm); 


(b) the reference pressure measured by the standard instrument (mean of the repeated 
determinations), in Pa and in the unit of the pressure delivered by the balance, if 
different (p+); 


(c) the standard deviation of the reference pressure p,; 
(d) the difference between the indicated pressure and the reference pressure (Om - pr); 


(e) the uncertainty of this difference, in the conditions of the calibration. The method 
used to estimate this uncertainty shall be reported in the certificate. 


IndicatedMean Mean Experimental Pressure Expanded 

pressure reference reference standard difference uncertainty of 
pressure pressure deviation of p. pressure 

difference 

Pm Pe P Ar) Pm- Or Um - Pe) 

in X® in Pa® in X in X in X in x? 

Notes 

(a) X = Unit indicated by the pressure balance under calibration. 

(b) This column may be replaced by a conversion factor in the certificate. 

(c) The method of calculation of the uncertainty is described in section 7. 
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6.2.3 A table that lists all weights with their identification as applied on the calibrated unit at 
each pressure point of the calibration shall be included in the calibration certificate. 


6.3 Method B procedure 
6.3.1 The following technical data shall be included in the certificate: 


(a) 
(b) 


(c) 


(d) 
(e) 


type of working fluid; 


equation according to which pressure can be calculated from the data reported in 
the certificate; 


linear thermal expansion coefficients of the piston-cylinder assembly under 
calibration (if not determined experimentally, e.g. by using literature data, this shall 
be stated); 


position of the pressure reference level; 


volume for fluid buoyancy correction when this is required. 


6.3.2 The results of the calibration, after analysis (see below): 


(a) 
(b) 


effective area and its combined uncertainty; 


if relevant, the pressure distortion coefficient(s) and the corresponding combined 
uncertainty. 


6.3.3 Calculation of the effective area: 


(a) 


(b) 


The computing method described in detail in Appendix A can be used to calculate 
the effective area of the pressure balance to be calibrated from the mass applied on 
its piston and the pressure delivered by the standard instrument. 


In this method, the effective area is calculated by reversing the equation of pressure 
presented in section 3. 


The use of other methods, such as the differential method (Aj-method) to eliminate 
potential zero-errors is not excluded, but requires some experience in the analysis of 
the results. Particularly the Aj-method may be one of the possible methods if 
method B is used for the determination of the effective area of pressure balances 
with an unknown initial weight that cannot be determined by weighing. 


The effective area values determined for every pressure point allow a modelling of 
the effective area as a function of pressure. 


The results may be presented in the form of the table below, suggested as a 
comprehensive example, and including: 


(i) | the reference pressure measured by the reference standard instrument in 
each pressure point, in Pa and in the unit of the pressure delivered by the 
balance, if different; 


(ii) | the corresponding mass applied on the floating element of the balance to be 
calibrated; 


(iii) | the corresponding temperature of the measuring assembly during the 
calibration; 


(iv) the individual value of the effective area A, calculated at the reference 
temperature and at reference pressure, as described in Appendix A; 


(v) the mean value of the effective area 4; 
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(vi) 


the expanded uncertainty of Ap. 


Reference Mass applied Temperature of Effective Mean Expanded 

pressure p, on the piston the assembly areaatt, effective uncertainty of 
and p, area (n = 5)the mean 

effective area 

kPa kg °C mm? mm? mm? 

400.096 6.162 52 21.28 156.931 

400.083 6.162 52 20.86 156.937 

400.083 6.162 52 20.88 156.938 156.940 0.015 

400.063 6.162 52 20.86 156.948 

400.078 6.162 52 20.80 156.944 


(f) 


Then the effective area as a function of pressure is analysed using the least-squares 


method. Three cases may be observed: 


(i) 


(ii) 


(iii) 


the dependence upon pressure is not significant relating to the standard 
deviation (this is usually the case for the low-range pressure balances). The 
effective area at null pressure Æ is calculated as the mean value of all the 
determinations. If the theoretical pressure distortion coefficient is known, it 
shall be used for calculating the effective area. The type A standard 
uncertainty is estimated from the experimental standard deviation of the 
distribution. 


the dependence upon pressure can be considered to be linear. The effective 
area at null pressure A) and the pressure distortion coefficient A are 
calculated as parameters of the least-squares straight line. The type A 
combined standard uncertainty of A, is estimated using the variances and the 
covariance of Ap and 2. 


the dependence upon pressure cannot be considered to be linear. The 
effective area at null pressure Ay and the pressure distortion coefficient 2 
(first order) and 2' (second order) are calculated by the least-squares second- 
order fit. The type A combined standard uncertainty is estimated using the 
variances and the covariances of Ay, A and 2'. 


The variances and the covariances of the parameters shall be estimated using 


literature on statistics. For the linear model, equations are presented in Appendix A. 


(i) 


(ii) 


6.3.4 Calculation o 


The certificate shall report: 


the calculated value of the effective area under reference conditions Ag and 
the corresponding uncertainty, estimated from the standard deviation of Ao, 
the contribution of the standard, the measurement of the mass applied to the 
moving element, the temperature and other measured quantities. 


when relevant, the pressure distortion coefficient(s) and the uncertainty of A, 
estimated from the variances and the covariance(s) of Ap and A(s), the 
contribution of the standard, the measurement of the mass applied to the 
moving element, the temperature and other measured quantities. 


f the measured pressure: 
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The pressure measured by the pressure balance to be calibrated can be calculated 
using the equations presented in section 3. It is useful to the user to have this 
measured pressure compared to the reference pressure delivered by the standard, 
under the conditions of the calibration. 


The results shall be presented in the form of the table below suggested as an 
example and including: 


(i) | the reference pressure measured by the standard instrument, in Pa and in the 
unit of the pressure delivered by the balance if different; 


(ii) | the corresponding pressure measured by the balance under calibration, and 
calculated from the data (effective area and pressure distortion coefficient) 
taken from the certificate; 


(iii) | the difference between the measured pressure and the reference pressure for 
each pressure equilibrium, as residuals of the effective area modelling; 


(iv) | the mean value of these differences; 
(v) the experimental standard deviation of the measured differences. 


This table gives information on a potential residual pressure due to unknown forces 
and on the repeatability of the pressure balance as a function of pressure. Hence, 
the minimum information contained in this part of the certificate is the mean 
difference and the experimental standard deviation. 


Reference Measured Difference Mean Experimental standard 


pressure p, pressure Pm Pm- Pr difference deviation of Om - pr 
KPa kPa kPa A = kPa 

600.152 600.159 + 0.000 6 

600.155 600.161 + 0.000 6 

600.149 600.161 + 0.001 1 + 0.001 8 0.001 7 

600.114 600.161 + 0.004 6 

600.140 600.161 + 0.002 1 


7 Estimation of the uncertainty 


The combined uncertainty of the measured pressure (calibration method A) or of the 
effective area (calibration method B) under the conditions of the calibration shall be 
estimated in conformity with the document J CGM 100:2008 (GUM). The components to be 
taken into account are listed below for both recommended methods. 


7.1 Method A 
7.1.1 Estimation of type A uncertainty (ua components): 


(a) 


Repeatability of the balance, estimated as a function of pressure from the values of 
the standard deviation of the pressure difference expressed in the table in 6.2.2. 
Following the experimental data, it can be expressed in Pa, or using a term 
proportional to the pressure, or both terms. 
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7.1.2 


7.1.3 


7.2 
7.2.1 


Estimation of type B uncertainty (ug components): 

(a) | Uncertainty of the reference pressure; 

(b) | Uncertainty due to temperature; 

(c) | Uncertainty due to the head correction; 

Uncertainty due to tilt (negligible if perpendicularity was duly checked); 
Uncertainty due to spin rate and/or direction, if applicable; 

(f) | Uncertainty of the residual pressure (absolute mode only); 


(g) Uncertainty due to limited cross-floating sensitivity (required when there is no 
reliable estimation of the repeatability of the pressure balance). 


When the standard uncertainty is estimated for each component, the combined standard 
uncertainty, and then the expanded uncertainty are calculated in conformity with the 
publication J CGM 100:2008 (GUM). 


Method B 
Estimation of type A uncertainty (u, components): 


(a) Repeatability of the balance, estimated as a function of pressure from the values of 
the standard deviation of the effective area as expressed in the table in 6.3.3. 
Alternatively, the type A uncertainty of pressure can be presented by an equation 
based on the variances and covariance of Ap and 2. 


Estimation of type B uncertainty (ug components): 

(a) | Uncertainty of the reference pressure; 

(b) | Uncertainty of the masses; 

(c) | Uncertainty due to the temperature of the balance; 

Uncertainty due to the thermal expansion coefficient of the piston-cylinder assembly; 
Uncertainty due to the air buoyancy; 

(f) | Uncertainty due to the head correction; 

(g) | Uncertainty due to the surface tension of the pressure-transmitting fluid; 
(h) — Uncertainty due to tilt (negligible if perpendicularity was duly checked); 
(i) Uncertainty due to spin rate and/or direction, if applicable; 

(j) | Uncertainty of the residual pressure (absolute mode only). 


When the standard uncertainty is estimated for each component, the combined standard 
uncertainty, and then the expanded uncertainty, are calculated in compliance with the 
document J CGM 100:2008 (GUM). An example of an uncertainty budget corresponding to 
the use of a pressure balance calibrated using method B is given in Appendix B. 


References 


NBS Monograph, Part. 3, Piston Gages - P.L.M. Heydemann, B.E. Welch - International 
Union of Pure and Applied Chemistry, 1975. 


The Pressure Balance, Theory and Practice - R.S. Dadson, S.L. Lewis, G.N. Peggs - NPL, 
1982. 


EURAMET cg 3, Version 1.0 (03/2011) Page 16 


The Pressure Balance, A practical guide to its use - S. Lewis, G. Peggs - NPL, 2™ Ed. 
(1992). 


La mesure des pressions statiques - J.C. Legras - Monographie BNM N° 12, Ed. Chiron, 
Paris, 1988. 


Modern Gas-based Temperature and Pressure Measurements - F. Pavese, G.F. Molinar - 
Plenum Publishing Corp., New York and London, 1992. 


Nordtest Method NT MECH 009 (1987-09 ): Pressure Balances, Calibration. 
Nordtest Method NT MECH 023 (1989-11 ): Pressure Balances: Gas Medium, Calibration. 


Recommandation B.N.A.E. RM Aéro 802 21 (March 1991): Ftalonnage et utilisation des 
balances manométriques (Pressure Balance Calibration and Use). 


Directive for the calibration of pressure balances within the scope of the German 
Calibration Service (D.K.D.-R 3-4 J une 1984). 


OIML International Recommendation N° 110 - Pressure Balances - General Technical 
Requirements, Verification Methods. 


OIML International Recommendation N° 33 - Conventional value of the result of weighing 
in air. 
Intemational Vocabulary of Metrology — Basic and General Concepts and Associated 


Terms, | CGM 200:2008, 
http://www. bipm.org/utils/common/documents/jcgm/J CGM_200_2008. pdf. 


Evaluation of measurement data — Guide to the expression of uncertainty in 
measurement, | CGM 100: 2008, 


http://www. bipm. org/utils/ common/documents/jcgny| CGM_100_2008 _E.pdf. 


Guide to the Expression of Uncertainty in Measurement, 1995. 


Publication EA-4/01 - Requirements Concerning Certificates Issued by Accredited 
Calibration Laboratories, 1995. 


Engineering Statistics Handbook, NIST 2006, http://www. itl.nist.gov/div898/handbook. 


Numerical Recipes - \W.H. Press, S.A. Teukolsky, W.T. Vetterling, B.P. Flannery - 3 ed. 
Cambridge University Press, 2007. 


EURAMET cg 3, Version 1.0 (03/2011) Page 17 


Appendix A 


Computing method used to determine the effective area with 
the associated uncertainty of the piston-cylinder assembly of a 
pressure balance 


Al 


The determination of the effective area of the piston-cylinder assembly of a pressure 
balance is based on the equation for pressure generated by the pressure balance at its 
reference level, which is established by analysing the forces applied to the piston. The 
following expression is given as an example. It corresponds to the case of a gas-operated 
balance, in gauge mode. The calculation progress would be the same for other types of 
pressure balances (See section 4). 


= Di! g: (l-al Pr) 
A Erered Aee 


where: 


(A.1) 


p is the gauge pressure measured at the bottom of the piston, 


m; — are the individual mass values of the weights applied on the piston, including all 
floating elements, 


g is the local gravity, 
pa is the density of air, 


Pmi are the densities of the weights. If the weights are made of different materials, it is 
necessary to take the different densities into account, 


Ap is the effective area of the piston-cylinder assembly at the reference temperature ¢ 
as a function of pressure, 


@p» is the linear thermal expansion coefficient of the piston, 

a, _ is the linear thermal expansion coefficient of the cylinder, 

t is the temperature of the piston-cylinder assembly, 

t is the reference temperature of the piston-cylinder assembly. 


Using the cross-floating method, two inter-compared balances, in equilibrium conditions, 
measure the same pressure. Therefore, for each calibration point, referenced by suffix /, 
corresponding to a total mass 2/7, the reference pressure p; generated by the reference 
pressure balance at the reference level of the calibrated pressure balance is calculated 
from equation (A.1) above, by using the known characteristics of the reference instrument, 
and by adding the head correction between the reference levels of both instruments. Then, 
from this pressure p;, the effective area A, ; at the reference temperature ¢ (usually 20 °C) 
of the balance to be calibrated is determined for each pressure p;, by: 


Ly FL Pay | Pry ) 
P; EHe, +a.) (t, zE 


Ay (A.2) 


in which £ ;7 is the overall mass, ¢ the temperature, and ap, ac, Pmy the characteristics of 
the balance under calibration, a; is the air density, with all quantities bearing index /, 
being specific for pressure point pj. 
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From the analysis of the mean results A,(), where A,(p) is the average of all effective 
areas Ap; determined at the same nominal reference pressure pn, A(O) = <Ap()>, three 
cases can arise: 


1 The effective area 4 (p) is independent of pressure. This can be considered the case 
when the variation of Æ (p) over the calibration pressure range is comparable with 
the standard deviations of Apo) calculated at each nominal reference pressure. In 
this case, the effective area under reference conditions is equal to the mean of all M 
determinations. The type A standard uncertainty of the effective area, U,(A,), is the 
standard deviation of the distribution of all these determinations. 


A=-A=A/ (A.3) 
u(4)=[S 4 -47 w-af (A.4) 


2 The effective area 4 (0) is a linear function of pressure. This can be considered the 
case when the deviations of Æ (p) from the best fit straight line of (A,j;;0;) are 
comparable with the standard deviations of Æ (Ø) calculated at each nominal 
reference pressure. Then noting Ap, the effective area at null pressure, and 4, the 
pressure distortion coefficient of the piston-cylinder assembly, Ap() can be 
presented by equation: 


A=A-(1+/-p), (A.5) 


where Ap and / are defined by expressions: 


A= dP DAR > Pie Pi fy and 4 = 01/4 


(A.6) 
N-E e-Foy 
with 6, being the slope of the linear fit: 
N: 2 P; P; 
0, = DS Í Arz > $ DA (A.7) 


N-E- 


The type A standard uncertainties of Æ, 4 and A, corresponding to the distribution 
of Æ; around the fit function Æ (p) are calculated from the variances and the 
covariance of Ay and 6;, WA), W81) and cov(Ag, 61): 


ulA)= [wv] (A.8) 
un(2)=|V-V(a,)P°/A, (A9) 

u,(4,) a )+V(0,)- p? +2- cov(4,0,) pf” (A.10) 

with 

Kas za Ea pai Anae (A.11) 

MA N-> p} Ea) F z4 A (A.12) 

cov(4,0,) D px y-A- a pif ; (A.13) 


NY -(Sp,} N-2 
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Note. Type A uncertainties of Ap, 2 and A, as presented by equations (A.4, A.8, A.9 
and A.10) correspond to the standard deviation of the distribution of the 
measurement points around the mean value or the fit straight line and, thus, 
are the standard deviations of a single measurement. The use of the standard 
deviation of the single value instead of the standard deviation of the mean is 
motivated by the fact that the measurement data are not independent, 
strongly correlate in pressure and frequently show systematic deviations from 
the assumed models. The uncertainties as defined by equations (A.4, A.8, A.9 
and A.10) are invariant to the number of measurement points and reflect the 
uncertainty expected when the pressure balance is used for a single pressure 
measurement. 


3 The effective area A,(,) is a non-linear function of pressure. This takes place when 
the deviations of Æ (Ø) from the best fit straight line of (Ap; p-;) are significant 
compared with the standard deviations of A,,,) calculated at each nominal 
reference pressure. Then the effective area can be presented by a second-order 
polynomial expression: 


4 =A: (1+4: p+4'- p°). (A.14) 
Ao, 2 and 4' are also calculated using the least-squares method. 


Note. Particular attention should be paid to the experimental data before this model 
is applied, because it implies that the pressure distortion coefficient depends 
on pressure. In fact there can be various reasons for a non-linearity of the 
experimental data, whose analysis can require models different from that 
presented by equation (A.14). In particular, a non-linearity of (Ay; p;) 
increasing at lower pressures may deal with a constant force error caused e.g. 
by erroneous head correction, mass of the piston and weight carrier, surface 
tension effect, etc., and can only be badly analysed with the model (A.14). 


The methods utilising equations (A.3, A.4, A.6, A.7, A.11 - A.13) imply that all 
measurement data are characterised by the same uncertainty of all A,;. Generally the 
uncertainty of A,; can significantly change with pressure. In practice, a non-linearity or a 
larger scatter in the experimental data may appear at low pressure (s. Note in A2, 3). In 
order to take into account the varying reliability of the experimental data and to optimise 
the calculation of the effective area and its uncertainty, the weighted least squares method 
can be used. Weights (g;) associated with each data point Æ; and derived from its 
uncertainties are incorporated into the fitting process. As uncertainty sources, those can be 
considered which cause deviations of A,; from the model equations: mass, head 
correction, temperature, sensitivity of the pressure balance, oil surface tension, residual 
pressure, etc. as well as random variations of A,; values obtained at the same nominal 
pressure characterised by their standard deviations. The value of each weight g; is 
determined as the reciprocal sum of their squared uncertainty contributions u(Ap /): 


1 
9g; = 2 , 
j `, 2(A,) (A.15) 
and the effective area with its uncertainty ascribed to the fit can be calculated as follows. 


For case 1 of effective area A,() being independent of pressure, the following equations 
(A.3a, A.4a) are taken instead of (A.3, A.4): 


Ą=4=} 9 A/D (A.3a) 
u(4)=(W/d, gf. (A.4a) 
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For case 2 of effective area A,(,) being a linear function of pressure, equations (A.6, A.7, 
A.11-A.13) are replaced by equations (A.6a, A.7a, A.11a-A.13a), respectively: 


pee ai 2-9; Ay- > Py a by Ay (A.6a) 
Zg. 9° B- (9, Bil 
o, = oe > oP P; Ay D9" Py ae Ay (A. 7a) 
Do- Lo h-E o) 
Ops (A.11a) 
xR Zo g-a oY 
20; (A.12a) 
Rg: e A 
cov(4, 0) -29 P; (A.13a) 


Ego -E o} 


Type A standard uncertainties of Ap, 4 and A, corresponding to the distribution of Ap 
around the fit function 4 (p) are calculated by equations (A.8, A.9 and A.10). 


Note. In contrast to the non-weighted least squares method, the uncertainty formulae for 
the weighted least squares method (A.11a, A.12a and A.13a) are based only on the 
assumed uncertainties u;,, do not contain differences between the experimental data 
and the model functions and, thus, cannot serve as a goodness-of-fit measure. A 
chi-squared test should be applied to carry out a consistency check for the 
measurement data with their uncertainties and the model used. Only if the 
consistency check succeeds, can the results of the fit with their uncertainties be 
considered as representative for the measurement results. 


A3 The type B uncertainty estimation for effective area A, is performed by analysing it as a 
function of input quantities X; used for the A, calculation, A, = A,(%1,%3,...X;). 
Corresponding to the type of pressure balance and the operation mode, equations (3.1), 
(3.2) or (3.3) are used with X being all the quantities which appeared in these equations. 
In addition, a correction factor for a possible tilt angle © of the piston from the verticality is 
added to the gravitational force for the purpose of the uncertainty estimation. For the 
calculation of the effective area, © is presumed to be zero. The procedure for the 
uncertainty calculation is as follows: 


(a) | Estimate the uncertainty UX) of each component. For some influence quantities 
their uncertainties can be known, for some of them they can be estimated from the 
bounds of the quantities' variation. 


(b) Determine the standard uncertainty U X;) from the probability distribution of quantity 
Xi 


(c) Determine the standard uncertainty u{A,) due to the quantity X; using the 
sensitivity coefficient calculated as the partial derivative of the function 
Apl X1 X2,- -n Xn) with respect to quantity X; 

A(X Xor Xn) 
ax, 


u(A)= -U(X;). (A.16) 


(d) Calculate the type B standard uncertainty ug(A,) according to: 
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ulg)- Peela. (A.17) 


(e) Calculate the combined standard uncertainty A) as 


ul4)= bla) f, (A.18) 


where ua(Ap) is the type A uncertainty defined, in dependence on the model and the 
method used, by equation (A.4), (A.10) or (A.4a). 


(f) | Calculate the expanded uncertainty KA,) by multiplying the standard uncertainty by 
the coverage factor k= 2 


U(A)=2-ul4). (A.19) 


Note. \f the weighted mean (equation A.4a) or the weighted least squares method 
(equation A.10 with the parts defined by equations A.1la, A.12a and A.13a) were 
used for the calculation of the type A uncertainty, only those components X; should 
be included into the type B uncertainty calculation which have not been used for the 
calculation of weights g; (equation A.15). 


An example of the uncertainty calculation for the effective area is presented in Appendix B. 
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Appendix B 


Example of uncertainty estimation for the effective area of a 
pressure balance 


Bl 


B2 


Scope 


This example presents the calculation of the effective area and the associated uncertainty 
of an oil-operated pressure balance having a significant pressure distortion coefficient 
when it is calibrated using another pressure balance as a reference. This example 
corresponds to calibration method B. The evaluation of the effective area and the pressure 
distortion coefficient with their type A uncertainties is performed using the ordinary (non- 
weighted) least squares method. The estimation of the type B uncertainty is based on the 
measurement procedure, the uncertainty of the reference pressure generated with the 
reference pressure balance, the data included in the calibration certificates of the balance 
under calibration and the environmental conditions. 


Definition of the effective area 


The general definition of the effective area Æ, at the reference temperature ¢,, of an oil- 
operated pressure balance to be calibrated in gauge mode by a reference pressure 
standard, which is presumed to be a pressure balance too, is given by the following 
expression: 


ym, g- (1- P, 1 Dy,) +0 c|- cos) 
2 De. + lo- 2.) 9: AAT: [1+ (a, +a.) t] 


where: 


(B.1) 


Pr is the pressure generated by the reference pressure standard at its reference level; 


m; are the individual mass values of the weights applied on the piston, including all 
floating elements; 


g is the local gravity; 
Pa is the density of air; 


Pmi are the densities of the weights. If the weights are made of different materials, it is 
necessary to take the different densities into account; 


@p» is the linear thermal expansion coefficient of the piston; 
a, _ iS the linear thermal expansion coefficient of the cylinder; 
t is the temperature of the piston-cylinder assembly; 
o is the surface tension of the oil; 

is the circumference of the piston; 
pt is the density of the measuring fluid; 


Ah is the difference between the altitude 4, of the reference level of the reference 
pressure standard and the altitude / of the reference level of the pressure balance 
under calibration: AA = A, - m, with A, > A if the level of the reference standard is 
higher than that of the pressure balance under calibration. In some cases, the 
reference level of the pressure balance is a function of the oil buoyancy of the 
piston: the exact reference level is to be indicated in the calibration certificate. 
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B3 


(O) is the angle of deviation of the piston axis from verticality. For a properly levelled 
pressure balance this angle is equal to zero, however, its uncertainty should be 
considered in the uncertainty budget. 


The results to be reported in the calibration certificate are the values of the zero-pressure 
effective area (Ap), the pressure distortion coefficient of the piston-cylinder assembly (4), 
and the individual value of the mass of each weight. The calibration certificates also give 
the corresponding expanded uncertainties of each parameter, including those of the 
pressure-dependent effective area A, based on Ap and A. 


Calculation of the effective areas, the pressure distortion coefficient and their 
type A standard uncertainties 


In the table below, the effective areas Æ; are presented as calculated with equation (B.1) 
from data obtained in five measurement series in the pressure range from 50 MPa to 
500 MPa. 


Nominal Effective area (Ap) in min? 
ee y) Series 1 Series 2 Series 3 Series 4 Series 5 
50 1.961069 1.961057 1.961080 1.961076 1.961082 
100 1.961201 1.961196 1.961208 1.961196 1.961201 
150 1.961325 1.961316 1.961324 1.961316 1.961321 
200 1.961431 1.961425 1.961425 1.961420 1.961424 
250 1.961530 1.961525 1.961529 1.961527 1.961529 
300 1.961627 1.961626 1.961629 1.961623 1.961621 
350 1.961722 1.961723 1.961719 1.961716 1.961715 
400 1.961816 1.961816 1.961814 1.961810 1.961805 
450 1.961909 1.961909 1.961904 1.961901 1.961894 
500 1.962008 1.962008 1.961999 1.962001 1.961982 


It is assumed that the head corrected pressures p, O= p- + (pt - Pa)-GAA, do not differ 
much in the five series and that they are very close to the nominal values. The model of 
the effective area linearly depending on pressure according to equation (A.5) is used. 
Substituting p; and A,; values in equations (A.6 to A.13), M= 50, the following results are 
obtained 


with equations (A.6, A.7): 
Ap = 1.961004 mm’, 0, = 2.024.10° mm*.-MPa? A = 1.032-10° MPa”, 


with equations (A.11, A.12, A.13): 
UAo) = 2.7:10"t mmf, Uo) =2.8107° mm^MPa?, cov(Ao, 01) = -7.7.1017 mr-MPa", 
with equations (A.8, A.9): 
Up(Ap)/Ap = 1.9:10°, uala) = 6.0-10° MPa", 

and with equation (A.10): 

Upn(Ap)/Ap = [(1.9-10°)? + (6.0:10°)?-(/MPa)* - 2-(1.0-10°°)?.(o/MPa)]°°. 
Calculation of type B standard uncertainty of the effective area 
Type B standard uncertainty is calculated following the procedure given in Appendix A3. 


The uncertainty sources and their contributions to the effective area uncertainty are 
considered below. 


- Reference pressure 


The uncertainty of the pressure generated by the reference pressure balance is calculated 
on the basis of data given in the calibration certificate of this pressure balance taking into 
account the measurement conditions of the laboratory. For a pressure balance operated in 
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the range of 500 MPa, the uncertainty of its pressure Up,) can be presented as a 
geometric sum of three terms - constant, pressure-proportional and squared-pressure- 
proportional. 


For example: Up) = [(10%)? + (4-10°)?:(a/MPa)? + (2-10°7)?-(o/MPa)*]°> MPa. 


If U p+) is expressed using a coverage factor k= 2: 


unlg) _ ual) _ 1 Ulp.) _ Ulp) 


= ~ 


A A, p- +(0;- pa): 9 AA 2 2-p 
With the example of U po) given above: 
Uy(A,)/Ap = [(5:10°)?:(/MPa)? + (2:10°)* + (1-107)? (g MPa)?]’>. 


- Mass 


The mass values of the weights given in the calibration certificate are used to calculate the 
total mass applied to the piston. The uncertainty of the total mass is taken as the 
arithmetic sum of the uncertainties of the weights' masses U/n;), because they can be 
considered as correlated. If (m,) are expressed at k= 2: 
u(4,) US: (A) 9-(1- 2/2 m) yum) _ > Ulm) 
A, A Xm- g (l- P2/Pm Jt oe 2 2->0,m, 


For example: U2(Ap)/Ap = 2.6-10°. 


- Temperature of the piston-cylinder assembly 


The temperature of the piston-cylinder assembly is measured using a temperature probe. 
The uncertainty of the measurement, including the calibration uncertainty of the measuring 
instrument, and the temperature gradient in the pressure balance is + 0.5 °C. Assuming a 
rectangular probability distribution for the temperature: 


ul4)_4l4)_ (ata) uke) u(t) 


= (apta) =. 


A, A, Lela +a.) (t-t) 3 3 


For example, if both piston and cylinder are made of tungsten carbide and 
Qp + ac = 9.10% °c}: 


U3(Ap)/Ap = 2.6:10°. 


- Thermal expansion coefficient of the piston-cylinder assembly 


The uncertainty of the thermal expansion coefficient of the piston and the cylinder 
contributes to the uncertainty of the effective area when the temperature of the piston- 
cylinder assembly deviates from the reference temperature. With the difference between 
the two temperatures |t- &| and the relative expanded uncertainty of a, +a, 
Ualap + ac), Known at k= 2: 

uA) = Uay+ac\A) = t-t): (a, +a) ; Ulata) 

A A, l+ (ap +æ.) (t-t) 2 
For example, if |t- 4| = 2 °C, ap + ae = 910° °Ct and Ualap + ac) = 10 %: 
Us(Ap)/Ap = 9-107. 


- Local gravity acceleration 


U (a, + a,) 


~|t-t|-(a,+a,)- 5 


As the gravity acceleration applies to both the standard and the pressure balance under 
calibration, its uncertainty should not contribute to the uncertainty of the effective area. As 
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the uncertainty of the reference pressure, whose contribution was considered in B4.1 
already includes the gravity acceleration as one of the uncertainty sources (see C4.5), its 
uncertainty should be subtracted from the combined uncertainty of the effective area. If 
the uncertainty of the gravity acceleration U 9) is expressed at k= 3: 


uA) ud) (l-Ps/0m) Ulog) _ Ug) 
A, A, > gÈ- pa/Pm) +0- C 3 3-g 
For example, if the gravity acceleration has been determined by calculation from the local 
longitude, latitude and altitude, its uncertainty expressed at k= 3 is Ug) = 410° x g 
us(4)/4 = 1.3:10°. 


Note This uncertainty should be geometrically subtracted from the combined standard 
uncertainty of the effective area. 


- Air buoyancy - density of air 
It is supposed in this example that the value of the air density p, is calculated from the 
measured values of the atmospheric pressure, and the ambient temperature and humidity, 


using a simplified formula providing the uncertainty of pa, Upa) = 510° x pa, expressed 
at k= 2: 


U4) Ul) DL 9/Pm Un) Èl Pm Uo) 
A A poao 2 Dm. 2 
For example, with the nominal air density of pa = 1.2 kg:m? and the weights' density being 


the same for all main weights and equal to pmi = 7920 kg:m”?, the uncertainty contribution 
will be: 


Us(Ap)/Ap = 3.8:107. 
- Air buoyancy - density of weights 


Usually the mass of the weights is determined by weighing them in the air so that the 
uncertainty of the mass already includes the uncertainty of the weight density. Moreover, 
the error in the mass of a weight coming from its uncertain density is compensated to a 
high extent when this weight is used for loading the piston. The uncertain density would 
have no effect on the pressure if the air density during the mass determination and 
pressure measurement were the same. At different air densities during the weighing and 
the pressure measurement, the effect of the uncertain weight density will depend on the 
difference of the air densities Apa. At extremely different conditions, e.g. if the mass 
determination and pressure measurement locations differ by up to 3000 m in height, the 
air density difference can be as high as Apa = 0.4 kg-m®. If the density uncertainty of all 
the main weights is the same and equal to Uppy) = 40 kg:m?, expressed at k= 2, the 
uncertainty contribution will be: 


u,(4)) — Yom, (4) 7 Apa’ Spn i I| Pin l Ulo, ) s Apa Ulon,) 
A, A Xm- gC- P2/Pm Jt oe 2 Pr, > 


For example, with the density being the same for all the main weights and equal to 
Pm = 7920 kg:m?, the uncertainty contribution will be: 
Uy(A,)/Ap = 1.3:107. 


- Head correction - height difference 
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The head correction is calculated from three parameters p;, g and AA. If the uncertainty of 
the Ah measurement is UAA) = 2 mm, expressed at k= 2, the uncertainty contribution 
will be: 


ul) UslA) VETAR: U(AA) | pr: g UlAh) 
A, A, p.+(0;- pa) 9: AA 2 pP 2 
For example, if pr = 915 kg:m?, the uncertainty contribution will be: 
Us(Ap)/Ap = 9-10ê.( MPa)". 


- Head correction - density of the pressure-transmitting fluid 


The density of the pressure-transmitting medium p; has an effect only if the height 
difference between the two cross-floated pressure balances is not equal to zero. If the 
relative expanded uncertainty of pr is Ua(pr) = 2%, expressed at k= 2, the uncertainty 
contribution will be: 


Uo(A,) Un (4) = g-Ah ; Ual Pr): Pt 3 g:-Ah Ual Pr): Pt : 
A, A, P: + (Pr -= Pa): 9 AA 2 pP 2 
For example, if pp = 915 kg:m? and AA=5 cm, the uncertainty contribution will be: 
Ug(Ap)/Ap = 4.5:10°.(p/MPa)”*. 


B4.10 - Surface tension of the pressure-transmitting fluid 


If the relative expanded uncertainty of the surface tension o is U.(c) = 10%, expressed 
at k= 2, the uncertainty contribution will be: 


uol) _ UA) _ c dele 2 (Z) Meho, 


© 


For example, if o = 31.2 mN-m? and Æ = 1.961004 mm’, the uncertainty contribution will 
be: 
U19(Ap)/Ap = 4-10°.(o/MPa)*. 


The uncertainty of the piston circumference G which is - in relative units - much smaller 
than U,i(c), does not need to be considered. 


B4.11 - Tilt of the piston 


If the piston axis is not perfectly perpendicular, the force applied to the piston has to be 
corrected from the angle of tilt ©: 


F'=F-cos®. 


The distribution of force (or pressure) is non-symmetric. When experimentally treated in 
the correct way, this component is a small one. If U@®) presents the maximum uncertainty 
of the piston verticality, the tilt contribution will be: 


unl) Ul). UO) 
A A sin© B f 


The deviation from the vertical is generally checked by using a spirit level either built into 
the base of the pressure balance or put on the top of the piston. By this method it is 
usually possible to determine the tilt with (©) = 5.8-104 rad. Herewith, the uncertainty 
contribution will be: 
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U41(Ap)/Ap = 2:107. 


B4.12 - Discrimination threshold (cross-floating sensitivity) 


B5 


The discrimination is the pressure corresponding to the largest mass that produces no 
detectable change in the generated pressure. It may be taken into account when there is 
no reliable estimation of the repeatability of the pressure balance. In this example we 
assume that it is reflected in the repeatability of the measurements and, therefore, is 
presented in the type A uncertainty (component B3). 


Calculation of the combined uncertainty of the effective area 


The type B relative standard uncertainty of A), Ug(A,)/A, is calculated from the 
components of the type B uncertainty defined in B4 as: 


0.5 
ulA,) _ > ul) _ ul) 
4 A 
Ug(Ap)/Ap = [(1.6-10°)? + (5.1-10°)*:(o/MPa)* + (1-10°).(o/MPa)?]°°. 


The combined relative standard uncertainty of Ap, XA,)/A, is calculated from the type A 
and the type B uncertainty according to: 


0.5 
ul4) _ ae i sH 
2 2 j 
4, A 4 
With the ua(4)/4 defined in B3: 
UKAp)/Ap = [(2.5-10°)? + (5.1-10°)?.(/MPa)* + (1.2-10°).(o/MPa)? 
- 2-(1.0-10°°)?.(/MPa) ]°°. 
The expanded uncertainty KA,)/A, is derived from the combined standard uncertainty by 
multiplying it by a coverage factor «= 2: 
lA) _5 4) 
4, 4, 


UA,)/Ap = [(5:10°)? + (1.0-10%)?.(@/MPa)? + (2.4-107)°.(o/MPa)? 
- 2-(2.0-106)°-( o/ MPa) ]°°. 


i=1 
i+5 


, 


Appendix C 


Example of uncertainty estimation for the pressure measured 
with a pressure balance 


C1 


Scope 


This example presents the calculation of the uncertainty of the pressure measured with an 
oil-operated pressure balance. It is assumed that the effective area and its uncertainty 
have been evaluated for this pressure balance and are given as described in Appendix B. 
The pressure uncertainty estimation is based on the uncertainty of the effective area, the 
data included in the calibration certificates of the pressure balance and the environmental 
conditions. It should be taken into account that the uncertainty of the effective area 
already contains components of numerous uncertainty sources which were presented 
during the calibration of the pressure balance. Therefore, only additional uncertainty 
sources need to be considered here. To correctly define additional uncertainty sources, it is 
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C2 


C3 


c4 


C4.1 


C4.2 


C4.3 


necessary to distinguish between two cases: 1) when all measurement and environmental 
conditions are the same as at the pressure balance calibration, and 2) when they are 
different. The second is a typical case when the pressure balance has been calibrated by 
laboratory A, which has issued a calibration certificate, and then is used for pressure 
measurement by laboratory B. In such a case, the measurement and environmental 
conditions should be considered as generally different. This case is analysed in the 
following. 


Definition of the pressure 


The pressure p measured with an oil-operated pressure balance operated in gauge mode is 
given by the following expression: 


p Èn, g- (1- P, Pr) +0- c|- coslo) 
A A, [is (a, +a,)-(t-£)] 


(0; — pa): g- AA, (C.1) 


where A, is the effective area of the pressure balance and all other quantities as defined in 
Appendix B2. 


Type A standard uncertainty of the pressure 


The type A uncertainty of the pressure is already included in the type A uncertainty of the 
effective area and does not need to be considered again. However, if the pressure balance 
has been calibrated more than one time, the stability of the calibrated quantities (effective 
area and masses) shall additionally be considered. If changes in the calibrated parameters 
are observed which exceed the uncertainties stated in the repeated calibrations, the 
variations should be included as additional uncertainty contributions in the uncertainty 
budget. 


Calculation of type B standard uncertainty of the pressure 


The type B uncertainty estimation procedure for the pressure is the same as for the 
effective area (A3, B4). The uncertainty sources and their contributions to the pressure 
uncertainty are considered below. 


- Effective area 
If UA) is the expanded uncertainty expressed using a coverage factor k = 2: 
u,(p) & u, (p) 5 ulg) ; 
p A 24 
For example, if UA) is given as calculated in B5, 


UA,)/Ap = [(5:10°)? + (1.0:10%)?.(o/MPa)? + (2.4-10°7)?.(/MPa)? 
- 2.(2.0-10°)?.(o/MPa)]°°, 


the uncertainty of pressure will be: 


Uy ()/ po = [(2.5-10°°)? + (5.0-10°)?:(a/MPa)* + (1.2-10°7)?.(o/MPa)? 
- 2-(1.0-10°°)?.(,o/MPa) ]°°. 


- Mass 


If the pressure balance is operated with the same mass set with which it has been 
calibrated, the uncertainty of the masses does not need to be considered, because it is 
already included in the uncertainty of the effective area. 


- Temperature of the piston-cYlinder assembly 
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C4.4 


C4.5 


C4.6 


C4.7 


C4.8 


The uncertainty of the temperature of the piston-cylinder assembly has already been 
included in the uncertainty of the effective area and does not need to be considered again, 
provided that the same thermometer is used as at the calibration of the pressure balance. 
If another temperature measuring system is used, and the temperature uncertainty during 
the calibration is not known, an additional consideration of the temperature effect may be 
necessary. In this example we assume that the thermometer used in the calibration and 
application of the pressure is the same. 


- Thermal expansion coefficient of the piston-cylinder assembly 


The contribution of the thermal expansion coefficient of the piston and the cylinder 
depends on the deviation of the piston-cylinder assembly's temperature from the reference 
temperature. If the temperature deviation at the pressure balance used is not larger than 
at this calibration, no additional uncertainty component arises because the effect has 
already been included in the uncertainty of the effective area. 


- Local gravity acceleration 


The uncertainty of the acceleration must be considered, because it has not been included 
into the uncertainty of the effective area. If the uncertainty of the gravity acceleration Ug) 
is expressed at k= 3: 


uslo) _ uolo) _ ula) 
p p 3-9 
For example, if the gravity acceleration has been determined by calculation from the local 
longitude, latitude and altitude, its uncertainty is expressed at k= 3 is Ug) = 410° x g: 
Us(0)//p = 1.3-10°. 


- Air buoyancy - density of air 


In this example it is presumed that the atmospheric pressure, and the ambient 
temperature and humidity are not measured when applying the pressure balance, and, for 
calculating the buoyancy correction, the conventional value of the air density 
Pa = 1.2 kgm? is taken instead. The maximum air density variations in the laboratory 
have been demonstrated to be within + 5%, Upa) = 5-107 x pa, expressed at k= 3. With 
this, 


ulo) _ u, (p) e È M/Pm Ule,) 
pP P 2m 3 


results. For example, with the weights' density being the same for all the main weights and 
equal to pmi = 7920 kg:m?, the uncertainty contribution will be: 


usl O/I p = 2.5-10°. 
- Air buoyancy - density of weights 


If the pressure balance is operated with the same mass set with which it has been 
calibrated, the uncertainty of the weights' density does not need to be considered, because 
it is already included in the uncertainty of the effective area. 


- Head correction - height difference 


In this example it is assumed that the height difference is controlled with an expanded 
uncertainty UAA) =4mm, expressed at k= 2, which is larger than at the pressure 
balance calibration. Then its contribution will be: 
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Us(P) _ Usp(2) phi’. U(Ah) | 
P P P 2 


For example, if pp = 915 kg:m°, the uncertainty contribution will be: 
Ug(Ap)/Ap = 1.8-10°.( MPa)". 


- Head correction - density of the pressure-transmitting fluid 


The density of the pressure-transmitting medium p; has an effect only if the height 
difference between the two cross-floated pressure balances is not equal to zero. It is 
assumed here that the height difference does not exceed 5 cm, which has already been 
considered in the uncertainty budget of the effective area so that no additional uncertainty 
contribution is required. 


C4.10 - Surface tension of the pressure-transmitting fluid 


The surface tension uncertainty has already been considered as a contribution to the 
effective area uncertainty and therefore does not need to be analysed again. 


C4.11 - Tilt of the piston 


In this example it assumed that the piston tilt is measured with the same built-in spirit 
level as at the calibration. As its effect has already been included into the uncertainty of 
the effective area, no further consideration is required. 


C4.12 - Discrimination threshold (pressure sensitivity) 


c5 


The discrimination threshold is already included in the type A uncertainty of the effective 
area and does not need to be considered here. 


Calculation of the combined uncertainty of the pressure 
The combined relative standard uncertainty of p, U o)/p is calculated from the uncertainty 
contributions defined in C4.1 to C4.12. In the considered example, it will be: 
0.5 
u(p) _| ur(e) , ušlo) , uele) , uslp) 
p P ÈP PP P 

Up)/p = [(2.8-10°)? + (5.3:10°)2.(o/MPa) 2 + (1.2-107)?-( 9 MPa)? 

- 2-(1.0-10°°)?.(o/MPa)]°°. 
The expanded relative uncertainty Up)/p is derived from the combined standard 
uncertainty by multiplying it by a coverage factor k= 2: 


ule) _ z ule), 
p p 


Up/p = [(5.610°)? + (1.1:10%)?.(@/MPa)? + (2.4-107)°-( g MPa)? 
- 2-(2.0-10°°)?.(o/MPa) ]°°. 
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